SCALE : NTS
%" DIA, 2" LONG
GUARDRAIL BOLT
AND NUT
%" DIA. ROUND WASHER
8 (SEE NOTE 1) %" CHAMFER
zl_z %II ‘
10 GA THRIE-BEAM — - I
END SHOE 1“ %le%ll CHAMFER —
-— _ Y
L :
%" DIA,, 1'-2" i
LONG HEAVY HEX s
BOLT AND NUT
%" DIA. ——f———————— IS |
ROUND
WASHER L \L 7/8“ DIA., 1!_2"
i S =1 LONG HEAVY
HEX BOLT AND NUT
|:—_£ R D |
g =
O - o l
\ 3;/2||x3yznx%n
NESTED THRIE-BEAM \Sl\?l-tjsll\-lREE‘(PLATE
RAIL ELEMENT 5" DIA, 2" LONG
GUARDRAIL BOLT
AND NUT
CONCRETE BUTTRESS.
SEE DETAIL B-11.
GROUND ) Y GROUND
LINE LINE
- 1-03%" . 10" - DETAILA BUTTRESS END VIEW
NOTES:
1). WASHERS PLACED BETWEEN NUTS AND THRIE BEAM END SHOE CONNECTOR.
2). ALL HARDWARE SHALL BE GALVANIZED.
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